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Small area of making good to ——
incorporate as part of the sloped ramp.
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New linear slot —
drainage channel to
replace existing.

Existing drainage
to be retained.
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FL-10

Existing beam with reduced head height of
2560mm from FFL. FCL to be confirmed on site.

Cycle racks to be specified to suit lower ceiling
height in this localised position.
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Refer to Interior designer's
details for finishes to the core.
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Existing sump to be retained as per
MEPH specification. Exact location to
be surveyed.
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GENERAL NOTES.
© Buckley Gray Yeoman Limited

All dimensions to be checked on site prior to
commencement of any works, and/or preparation of any
shop drawings.

Sizes of and dimensions to any structural elements are
indicative only. See structural engineers drawings for actual
sizes / dimensions.

Sizes of and dimensions to any service elements are
indicative only. See service engineers drawings for actual
sizes and dimensions.

This drawing to be read in conjunction with all other
Architect's drawings, specifications and other Consultants'
information.

All proprietary systems shown on this drawing are to be
installed strictly in accordance with the
Manufacturers/Suppliers recommended details.

Any discrepancies between information shown on this
drawing and any other contract information or
manufacturers/suppliers recommendations is to be brought
to the attention of the Architect

DO NOT SCALE FROM THIS DRAWING.

NOTES.

End of Journey drawings to be read in
conjunction with 1046-EJ.

To be read in conjunction with
1046-Outline specification.

End of Journey drawnigs to be read in
conjunction with 1046-DE Demolition
drawings.

T-Sheet Code References:

FFE-30 - Two tiered cycle rack.

FFE-31 - Sheffield stand.

FFE-32 - Adaptive / charging cycle spaces.

FFE-33 - Bicycle servicing station.

FL-10 -  Cycle ramp - painted screed / slab.
Non-slip aggregate added to paint

FL-11 - Cycle store - recycled rubber floor.

FL-13 - Non slip paint to existing concrete
slab.

SR-10 -  Galvanised steel steps with
balustrade.

SR-12 -  Galvanised steel rmap with
balustrade.

WF-XX - Subject to further development at
Stage 04. Allowance for timber /
cork cladding to high level
localised areas, large format tile /
rubber elsewhere.
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