T-Sheet Code References:

BA-20 - Internal metal balustrade to new metal stair
with integrated stringer and metal handrail.

BA-21 - Internal metal balustrade to existing stair
with replaced stringer and metal handrail.

BA-22 - Wall mounted handrail.

CL-XX - Ceiling finishes to soffit of stairs as per
interior designer's details.

FL-XX - Floor finish to Interior Designer's details.

FL-XX - Step nosing to Interior Designer's details.

IW-XX - Painted plasterboard finish.

SR-02- New metal framed stair with screed stair

pans. For tiled finish.

WEF-XX - Wall finishes to stairs.
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GENERAL NOTES.
© Buckley Gray Yeoman Limited

All dimensions to be checked on site prior to
commencement of any works, and/or preparation of any
shop drawings.

Sizes of and dimensions to any structural elements are
indicative only. See structural engineers drawings for actual
sizes / dimensions.

Sizes of and dimensions to any service elements are
indicative only. See service engineers drawings for actual
sizes and dimensions.

This drawing to be read in conjunction with all other
Architect's drawings, specifications and other Consultants'
information.

All proprietary systems shown on this drawing are to be
installed strictly in accordance with the
Manufacturers/Suppliers recommended details.

Any discrepancies between information shown on this
drawing and any other contract information or
manufacturers/suppliers recommendations is to be brought
to the attention of the Architect

DO NOT SCALE FROM THIS DRAWING.

NOTES.

Staircase drawings to be read in
conjunction with 1046-CO and 1046-ST.

To be read in conjunction with
1046-Outline specification.

For typical staircase detail refer to
1046-ST-01.

Balustrade, handrail and soffit treatment
remain consistent to all stairs. Refer to
Interior's Designer's for all individual
wall and floor finishes within each core.

For Staircase and Core Finishes refer to
Interior Designer's drawings including:

- Stringer

- Balustrade

- Balustrade handrail

- Wall mounted handrail
- Wall finishes / skirting
- Floor finishes

- Stair nosings

- Lighting

Signage to be developed in Stage 04.
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