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N m e e General pavements:
N & PAV 1
\ Solus Ceramics, AU.GMR.050 Anthracite Bright, 300x600 mm, R9 slip rating.
|||||||||||||||||||||||||||||||| / 2 S PAV 2
m \ N & 120 3600 15 mm painted parquet, Bergland-parkett Ash Technograu Trend-Epoca 2400x140x15 mm,
\ K . =27 Y glued installation with SikaBond-T54.
/ BANG & OLUFSEN 5 e S < = @ - PAV3
\ 180, 96.45m* o o d Solus Ceramics, Altai 2CPD809, Off White, 100x100 mm.
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/ o [l @ o 400 g ] 4 S EWL 2
5 i ] m ar Acoustic laminated safety glass.
& © o iE: % EWL 3
o : mbp 56 %] _n." 8 : .
S S 90 S = H 12.5 mm double layer of standard plasterboard painted white RAL 9010.
3 [ |~ K 5 3 EWL 4
S
BN i i 12.5 mm sound resistant double layer of plasterboard painted white RAL 9010.
\ d NVORK C WORKPLACE
3/55m’ or202| | [ 12.55m? EWL 5
C PAV 2| LIGD1 PAV 2 |+[|CEl 1 | 12.5 mm moisture resisting double layer of plasterboard painted white RAL 9010.
/ E EWL|2 f BT EWL 2 EWL 6
\ m§ / i ) “ood | d bool |11 Tooo | h2ol [9do| [ [ | lbod | || [go0| | | | @00 |120] | ||| Solus Ceramics, Altai 2CPD809, Off White, 100x100 mm.
8 / g t t t t H t t 12.5 mm moisture resisting double layer of plasterboard.
EWL 7
/ / By / :
\ £ ) Wall coverings to define.
- L2 12.5 mm sound resistant double layer of plasterboard.
= ( dota 1\ / o EWL 8
\ // - “\\ o 12.5 mm sound resistant double layer of plasterboard.
A -n-l mE—l o
m \ % \ ® b RN TR 30 mm Kemmilit duct panel, Noxx TR, white 2095.
- \ \ \ IIIIIIIIIIIIIIIII 458( I IWL 1
/ / P16D 70 mm Lightweight metal stud at 600 mm centers.
/L ol | / S0 0 T T[] [PAV 2 |+ [[CEIf]] WL 2
IIIIIII — < I > CENT S
& \ PAV 1|+ CEI 1 | — 70 mm Lightweight metal stud at 600 mm centers.
\ o 67mm Acoustic partition slab between studs.
19}
N - o IWL 3
/] \ .@u \ _ I - ._ <<
\ © \ \ 50 mm Lightweight metal stud at 600 mm centers.
7200 - 7200 : WL 4
\ T I
I~ \ I o _ 50 mm Lightweight metal stud at 500 mm centers.
ﬁ p \\ S _ 47mm Acoustic partition slab between studs.
o
S / 7 \ " IWLS
_ - o = L _ 90 mm Lightweight metal stud at 600 mm centers.
_ | /'~ \ n>4U 3 \ _ 67mm Acoustic partition slab between studs.
| S, / / 8 | General ceilings:
_ . \ / - _ CEl 1 - 2ND FLOOR
_ \\ _ Suspended ceilings system.
_ K ................ 11— | 1_. S R Pl A T ..................................................... _ Standard plasterboard painted white RAL 9010.
E _% ~/ \ | CEIl 1 - 3RD FLOOR
........................................................ i N — | _ Suspended ceilings system.
i _ 4 I 12.5 mm double layer of standard plasterboard painted white RAL 9010.
| | / _ CEl 2
_ _ " Suspended ceilings system.
_ i ‘ | Moisture resisting plasterboard painted white RAL 8010.
| | S~ ! CEI 3
| _ / \ wﬁoﬁ&a&_msﬁﬂ.ﬁaa_. 98010 (Sound double la of 125 ch side)
‘ erboard pain ite ound resistant double layers .5 mm each side).
NZ D FLOOR FIT OUT _U_|>Z Uw><<_20 _ | / 100 mm Acoustic partition slab between light steel joists.
(1/2) _ | _ _ CEl 4
_ i _ Ceiling tiles @ooxmoox._ 5 mm, Rockfon Pacific® range, E edge detail.
_ | _ Rockfon White pre-finished.
| _ ] CEI5
_ _ _ — | \\W Metal suspended ceiling 900x250x30 mm, SAS Intemnational.
_ _ _ — Polyester powder coated in standard range White RAL 9010.
_ _ !
_ _ | _ # Separation between ceramic tiles and parquet flooring with Schluter - SCHIENE, stainless steel.
| _ _ _ - # Movement joints with Schluter ® - DILEX EKSN, movement zone on synthetic rubber.
_ _ _ _ # All visible steel plates coated in white RAL 9010.
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All drawings to be read in conjunction with the Engineers' drawings. Any discrepencies between consultants drawings to be reported to the Architect before any work commences.
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