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21/12/2020									EMAILED
Our Ref: 6927.1/AB
Raphael Contracting Ltd
Raphael House
123 Roebuck Road
Chessington
Surrey
KT9 1EU

FAO: Mr Simon Thorpe
RE: SITE Woking red car park
Dear Sir,
We would like to thank you for allowing us the opportunity to submit a quotation on the aforementioned contract. Our costs are set out on the attached priced schedule. 
Please note the following:
1. Price is for supply only to sizes & details taken from door schedules 11003-MDG-ZZ-ZZ-DR-A-81-ZZ.01-C01, 81-ZZ.02-C01 & ZZ.03-C01 and architects’ drawings 11003-MDG-ZZ-ZZ-DR-A-43-ZZ.01-C02 & ZZ.02-C01, A-53-ZZ.01-C02 & A-53-ZZ.02-C01.
2. All priced as FSC certificated Softwood for FD30s & Non fire rated frames and Sapele for FD60s frames. 
3. All intumescent seals supplied loose for fixing by others.
4. No acoustic ratings have been taken for any frames.
5. Glass for the side screens is to be 15mm Pyrostop 60/30 fire rated supplied and fitted on site by our glazer in normal working hours in a max 2 Nr visits after screens fitted by others.
6. All doors & ironmongery to be supply and fit by others.
7. Should the programme dictate the need to sublet the production of drawings, we reserve the right to seek reimbursement of all or part of the costs.
8. We will fully co-operate with yourselves and the design team in developing the tender information provided, however any variations to our works resulting from this process are to be valued as variations.







9. This quotation is open for acceptance for a period of three months. As yet we have not made any allowance to fix our price in accordance with the dates within your enquiry, we will be able to do this once, hopefully, we have had, as part of the post bid process, a more detailed discussion with yourselves about programme and the likely appointment
10. Including delivery to site in full loads or when in area.
11. VAT must be added.



We hope our prices are of interest as we await your further instructions.
Yours faithfully
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John Gould
WORKS MANAGER
Cc: M O’Brien – Director
Encl: Priced Schedule & terms












JMS Specialist Joinery Ltd – Terms & Conditions of Sale

1 This quotation constitutes an offer. A contract will only be effective on receipt of your written order.
2 Our offer is based strictly in accordance with these terms and conditions. Any alterations to them can only be accepted if confirmed in writing by JMS.
3 Delivery periods quoted are effective only from full and final details in writing, and are given in good faith at the time of quotation.
4 Prices within this quotation are valid only in respect of the quantities and details stated, should either the quantities or details stated differ from those quoted we reserve the right to review, and if necessary adjust our rates accordingly.
5 Unless otherwise agreed in writing the main contractor/client is to provide full details and dimensions for JMS to manufacture.
6 The terms of sale includes priming and seal finish is for first coat only. This will raise the grain of the materials and therefore due allowance must be made for other trades for rubbing down surfaces prior to the application of further coats.
7 The enclosed prices, unless stated differently within our quotation letter, will be fixed for a period of 30 days only.
8 Prices are subject to VAT at the standard rate.
9 Delivery is included. However, only a reasonable number of deliveries have been allowed for and our offer may state the number included for. A charge will be made for any additional deliveries at a minimum rate of £50 per delivery.
10 Our terms of trading are nett 30 days, unless stated differently in the quotation letter. We reserve the right to charge interest on overdue invoices as allowed for within the ‘Late Payments of Commercial Debts (Interest) Act 1998’.
11 Upon placing an order new customers will have to pay 50% of the total order value up-front, with the remainder due prior to delivery. 
12 Ownership and title of goods will not be passed on until JMS have received full payment for the goods supplied.
13 The cost of producing shop drawings will only be included for if a requirement for such is clearly stated within your enquiry documents.
14 Moisture Content: the moisture content of solid timber will be supplied in categories relating to in-service conditions as follows:
External Joinery -	All situations					13-19%
Internal Joinery -	Unheated buildings					13-17%
		Heated buildings with room temp 12-21°C		10-14%
		Heated buildings with room temp above 21°C		8-12%
(Joinery at this moisture content will only be available by special order or agreement and should be the subject of special protection and storage to maintain its condition.)
It will be the responsibility of the Contractor to advise JMS as to the in-service conditions. Upon delivery the Contractor is then responsible for maintaining the correct conditions to suit the specified moisture content. The requirements only relate to solid timber and not to wood based panel products which usually have equilibrium moisture contents which differ from those of solid timber. This is fully in accordance with BS1186: Part1:1991.

15 Our joinery will be delivered to site adequately protected. Fire retardant material will only be allowed for if expressly stipulated within your enquiry documents.
16 Should delays or disruption occur in the providing of full and final information we reserve the right to recover any resultant additional costs in the production of the joinery.
17 Doors – Handling Installation and Finishing Instructions:
Correct storage on site is essential. Store in a clean, dry area, in the same conditions as are expected when the building is occupied. Cover to protect against dirt and risk of damage from other trades working.	Store doors and panels stacked flat and level to a maximum height of 1.5m. Supports should be timber, covered with plywood or cardboard to avoid marking the door/panel surface, minimum 100mm wide x 50mm deep, across the full width of the door/panel. There should be three such supports equally spaced, one across the centre and one 300mm from each end.
Doors with glazed apertures should be stacked with spacers between them to prevent damage to glazing beads
Veneered surfaces should not be exposed to strong light as this can cause differential fading.
Doors must not be subjected to extremes of humidity.
If the door is delivered to a building site the plaster, texture & cement must be completely dry otherwise the excessive moisture present in the new buildings may result in expansion of the panels and resultant breakdown of the joints.
Prior to any work being carried out on a door and before fitting, the door should be checked as fully acceptable. JMS will not consider any claim for a manufacturing defect after the door has been fitted.
It is most important that doors are treated immediately and prior to fitting with a good quality timber finish or paint on all sides/edges, including top and bottom, and all cut-outs such as hinge rebates, locks etc. Please follow the manufacturer’s instructions for the application of the finishing.
No reduction in the size of the door should be undertaken without the written consent of JMS as it could lead to the invalidation of any fire or acoustic certification. Locks must not be fitted at the rail joints. It is suggested that the doors are hung using three good quality 4” brass hinges.
Timber is a naturally grown product subject to some movement with changes of humidity and temperature.
During storing, fixing and thereafter maintain conditions of temperature to suit the specified moisture content of the product.
18 Price Exclusions:
a) Unless stated otherwise the cutting off of horns would not be included and an extra over of £3.00 per frame will be charged if so required.
b) Unless stated otherwise frames will be manufactured ‘long’ to a standard length and if required to be cut to varying specific lengths an extra over of £3.00 will be charged.
c) Unless stated otherwise the mitring of architraves is not included and if required an extra over of £5.00 per single sided set will be charged.
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